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Straps

Aeroquip designed straps are made for use on many
tie-down and equipment holding applications.

Minimum radius “R” is that recommended to be used at
the corners of objects. The latch should be located about
the curvature when possible rather than on the flat. Am-
ple wrench clearance should be provided at the nut end
of the latch. Loop end types are designed for use with
clevis pins or bolts, the slotted loop ends are for use with
eye bolts and pins.

Bolts

All bolts have UNJF-3A Threads

Important Drawing Note

T-Bolts are shipped either on the trunnion or T-Bolt side
of the latch depending on the latch assembly, therefore,
care must be taken to pair even (or odd) series numbers
so the complete unit will contain a T-Bolt.

Example: 2305 & 2331 = Quick coupler latch with one
plain end strap and one loop end strap.
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Nuts

Nuts for use with alloy steel T-Bolts
Nut Code

Description Recommended Use

New| Old

AN365 self-locking
S | S |cadmium plated steel
with non metallic insert.

For applications up to
+250°F. (+121°C.)

AN363 self-locking
SH | SH | high temperature cad-
mium plated steel nut.

For applications up to
+550°F. (+287°C.)

Nuts for use with stainless steel T-Bolts

Aeroquip MS103C plain | For applications up to
D | ST | hex; silver plated +800°F. (+426°C.)
stainless steel with lock-
wire hole.

ESNA Z1200J self-lock- | For applications up to
M |nondg ing high temperature +1200°F. (+648°C.)
silver plated stainless
steel special.

Strength Data

Band Material—MIL-S-5059 Comp 301 '2-Hard Stainless Steel
Band Yield Strength, Lbs.

Width in Hundredths Inches
Gage
62 75 88 100 112 125 138 150
.020 1364 1650 1936 | 2200
.025 2062 | 2420 | 2750 | 3090 | 3438 | 3795 | 4125
Bolt Material:

A286 CRES per AMS 5732/5737
Bolt Strength:
10-32 T-Bolt Yield = 3200 Ibs.
1/4-28 T-Bolt Yield = 5824 Ibs.
AN Pin-Flat Head (Clevis) in Double Shear
3/16 = 4140 Ibs. 1/4 = 7360 Ibs. 3/8 = 16575 Ibs.
AN Eye bolt—Yield Strength:
AN42 (10-32 Bolt—3/16 Pin) = 800 Ibs.
AN43 (1/4-28 Bolt—3/16 Pin) = 1880 Ibs.
AN44 (5/16-24 Bolt—1/4 Pin) = 3000 Ibs.
AN46 (3/8-24 Bolt—3/8 Pin) = 5375 Ibs.






