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LIGHTWEIGHT

AE291 TEFLON* POTABLE WATER HOSE

Aeroquip AE291 hose provides you with a light
weight long lasting hose line designed to con-
vey potable or waste water on aircraft and gal-
ley water systems. The hose is manufactured
with an FDA approved Teflon tube reinforced
with a single nylon braid.

The end fittings, available in NAS 1760 (flare-
less) and flared configurations, are permanently

attached. Fitting materials are all stainless steel.

* Teflon is a Dupont trademark

© Aeroquip Corporation 1982

AE291 hose assemblies meet qualification test-
ing of SAE standard AS1472, proposed revi-
sion A.

This bulletin provides you with the information
you need to order the assembly which best
meets your requirements. Contact your nearest
Aeroquip representative to place your order or
answer any questions you may have.




AE291 Teflon Potable Water Hose

Hose assemblies in accordance with AS1472, Proposed Rev. A.

AN 818 type nut
except wired-on

Length of Assembly (Flareless Connections)

Length of Assembly (Flared Connections)

1.D.

AN flared or
Globeseal flareless

A

UNJF Thread
Min. bend radius Class 3B

General Characteristics of Teflon Hose

Teflon hose has essentially zero moisture ab-
sorption. This, together with its chemical inert-
ness and anti-adhesive characteristics make it
ideal for potable water systems where non-con-
tamination and cleanliness are essential.

Service and shelf life are essentially unlimited.

Application Data: designed to convey potable
or waste water on aircraft and galley water
systems.

Operating Temperatures: —65°F. to + 300°F

Construction: Inner tube...FDA approved
Teflon. Single nylon braid reinforcement.

Identification: hose layline showing part
number, size, manufacturer’s code number and
other required information.

Specifications: AE291 hose complies with
SAE standard AS1472, proposed Rev. A.







