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AEROSPACE ENGINEERING BULLETIN

MIL-H-25579 and MIL-H-27267 1500 PSI Hydraulic Service

AE466 Medium Pressure Teflon Hose with “‘super gem*® ® Fitting

Per MIL-F-27272 (for use with MIL-H-27267 hose)

AE446 High Pressure Teflon Hose with “super gem* ® Fitting

© Aeroquip Corporation 1980 *Teflon is a DuPont Trademark
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Aeroquip Teflon
Hose Assemblies
with Integral
Silicone
Firesleeve

Now you can have an asbestos free
firesleeve by specifying Aeroquip
integral silicone firesieeves on
Aeroquip Teflon hose assemblies.

This new hose/sleeve combination
meets the fire test requirements of
TSO-C53A Type D and TSO-C75 Type
Il A and Il B.

Available on both medium and high
pressure Aeroquip Teflon hose assem-
blies, the new silicone firesleeve is
applied directly onto the metal braid
and fittings to form a smooth, tight
bond.

Advantages of Integral Silicone

Firesleeve
1. New silicone sleeve is asbestos
free.

. Adheres directly to hose.

. Smaller envelope for neater
appearance.

. Hose flexibility is not impaired.

. Non-age sensitive for extra-long
service life.

. Lightweight.

. Eliminates the use of band clamps.

. Eliminates fluid “wicking”

. Manufactured in long lengths.

. Temperature range, —65°F. to
+450°F. (matches temperature
range of Teflon hose).

11. Excellent chafe resistance.

The part number chart on page two
shows the basic hose style and appro-
priate specifications as well as identifi-
cation information.

Assemblies can be fabricated from
bulk hose and fittings. See Aeroquip
Service Bulletin ASB-122.
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