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COUPLINGS

Hydraulic Self-Sealing Coupling /155-145 Series

Aircraft and Ground Service quick disconnects...in accordance with MIL-C-5502
and MIL-H-5440C for Type 1 (-65°F to +160°F) Hydraulic Systems.

Aeroquip 155-145 Series Self-Sealing Couplings
speed inspection and servicing or replacement of the
power plant and other aircraft fluid system compo-
nents. Fluid lines may be disconnected and connect-
ed rapidly with virtually no loss of fluid or introduction
of air into the system. Draining fluid, repriming and
bleeding air from the system are unnecessary. Re-
moval and replacement of aircraft components becomes
a matter of minutes, rather than hours.

The dependability of the 155/145 Series has been
proven through years of service on Aircraft. It is
also the standard hydraulic ground service quick
disconnect for USAF, Army and Naval Aircraft and
most commercial aircraft. (Ref. Design spec. MIL-
H-5440C)

Principles of Operation

The 155/145 series couplings, incorporating
quick-lead threads, are easily connected/discon-
nected by hand with a simple turning motion.
During connection, ratchet teeth on the inner
sleeve of the union nut engage a unique lock
spring assembly assuring positive locking even
under extreme vibration. The lock is automatically
released during disconnection. The tubular valve/
sleeve and guided poppet combination assure
positive valve opening with minimum fluid loss
and air inclusion characteristics.
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